REQUEST FOR QUOTATION
RFQ-2025-12-43

December 18, 2025

Sir / Madam:
Greetings from the Commission on Human Rights/

The Commission on Human Rights IV-A (CHR IV-A), through its Bids and Awards Committee
(BAC), intends to apply the sum of One Hundred Ninety Thousand Pesos (PhP190,000.00) as an
Approved Budget for the Contract (ABC) for SUPPLY, DELIVERY, AND INSTALLATION OF
AIRCONDITIONING UNITS FOR CHR REGIONAL OFFICES — REGION IV-A (ADDITIONAL AIRCONS) under
Section 34 — Small Value Procurement of the Revised Implementing Rules and Regulations (IRR) of the
Republic Act (RA) No. 12009 or the New Government Procurement Act. The PROJECT DETAILS, SCOPE
OF WORKS AND SPECIFICATIONS and Terms and Conditions are attached for your reference.

If interested, you may submit your duly signed quotation on or before 4:00PM, December 19,
2025 through e-mail address regofc4a.admin@chr.gov.ph. For any clarification, you may contact us
at mobile phone number 09486634812,

The CHR reserves the right to reject any and all quotations/bids, to annul the procurement
process, declare a failure of bidding, to reject all quotations/bids at any time prior to contract award,
or not to award the contract, without thereby incurring any liability to the affected bidder/s, and to

accept only the offer that is most advantageous to the Government pursuant to Section 70 of the IRR
of RA 12009.

Truly yours,

SANDRA WM. LUISAGA
Head, BAC Secretariat
Chief, Administrative Support Division

CHR ng lahat: Naglilingkod maging sino ka man

ol 2F Mary Grace Building, Colago Avenue cor. M.L. Quezon St., Barangay |-A, San Pablo City,
150 Laguna 4000

b B3 regofcda@chr.gov.ph 0917 844 5424 (Globe)
e CERTIFIED Q (049) 562-5415 0939 638 4786 (Smart)




CHR Procurement through NP-SVP

TERMS & CONDITIONS:

Quotation shall be submitted together with a copy of the following documentary
requirements on or before the scheduled deadline of submission as stated in the RFQ.
Late submission shall not be accepted:

a. 2025 Business / Mayor's Permit
b. PhilGEPS Registration
c. Department of Trade and Industry Registration

The Approved Budget for the Contract (ABC) is the ceiling price. Quotation/s exceeding the
ABC shall be disqualified pursuant to IRR of R.A. 12009;

Failure to comply with any of the technical specifications / requirements will disqualify the
quotation;

Price quotations shall be in Philippine currency, inclusive of all government taxes, duties and
levies;

Price validity period shall be minimum of Sixty (60) days from the date of bid submission;

Winning bidder will be determined to have submitted the Lowest Calculated Responsive
Bid {(LCRB). In case of tie, the CHR shall apply the tie-breaking method of “toss a coin”
through online coinflipper;

Payment shall be made through Land Bank of the Philippines’ commercial check
within ten (10) calendar days after the complete delivery and submission of the required
documents. For other banking institution, corresponding bank transfer fee shall be
charged against the creditor’s account.

SANDRA M. LUISAGA
Head, BAC Secretariat
Chief, Administrative Support Division

CHR ng lahat: Naglilingkod maging sino ka man

2F Mary Grace Building, Colago Avenue cor. M.L. Quezon St., Barangay |-A, San Pablo City,
Laguna 4000
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PROJECT: SUPPLY, DELIVERY, AND INSTALLATION OF AIRCONDITIONING UNITS FOR CHR
REGIONAL OFFICES — REGION IV-A (ADDITIONAL AIRCONS)

SUBJECT: PROJECT DETAILS, SCOPE OF WORKS AND SPECIFICATIONS

LOCATION: POBLACION I, ALAMINOS, LAGUNA

SCOPE OF WORKS:

A. GENERAL REQUIREMENTS

|

All  materials, equipment, tools, apparatus, appliances, accessories,
transportation, labor, and supervision necessary for the entire installation of
the subject project, as specified on the drawings and asked for in these
specifications, shall be furnished by the Contractor/Supplier, ready for use.

All Contractors/Suppliers shall conduct an inspection prior to installation.
Anything specified on the plans but not on the scope of work and
specifications, and vice versa, must be brought to the attention of the
Commission/Consultant for clarification. Any work or materials that do not
conform to the designs or specifications must be replaced at the Contractor's
expense with new ones.

To ensure proper phasing or conformity with the approved schedule of works,
the Contractor/Supplier must coordinate his activities with all parties. The
Contractor shall choose a project manager to monitor his work under his
supervision. He must be on the building site at all times.

Without the approval of the End-user, no change or extra work that would
result in an additive or deductive cost change from the Contract will be
permitted.

For every item, the contractor must present at least three (3) choices for
approval. The contractor must present complete specifications with a product
photo to the End-user for approval. Prior to the installation of any
item/material in the site, the Consultant in Charge must inspect it.

To ensure that the site is in good working order, the Contractor/Supplier must
document the present state of the site and take photographs before starting
work. Any damage to the areas caused by the supplier's ongoing work must be
repaired at the contractor's/supplier’s expense.

The Contractor/Supplier should remove all waste, trash, debris, and excess
building materials from the premises. After all work is completed, restore any
areas that were damaged as a result of the installation activity and clean the
site to the approval of the Project Inspector or his representative, as well as
the end-user.



B. SITE PREPARATION

1

The Contractor/Supplier should provide barricades, temporary facilities,
temporary fences, warning lights, and other similar safeguards as needed for
the security of his workforce and others throughout the project's construction
period.

The demobilization method must involve cleaning the affected areas of all
waste, debris, and excess building materials, as well as restoring all areas that
were harmed as a result of the works and leaving the site clean to the
satisfaction of the Project Inspector or his representative and the End-user.

The cost of installing an electric and water meter or provision to any utility
needed must be included in the quote and charged to the
contractor's/supplier’s overhead. Meters must be installed on all utility
consumption to minimize usage during working hours. After the remodeling
time, payments of bills must be made through the General Service Division by
submitting the statement of account provided by the division personnel with
approval from Chief or Director.

C. STANDARD PROCEDURE

) E

Supply and installation of brand-new Airconditioning Units enumerated in the
specifications, as well as additional work like as coring, repair, and
waterproofing, as well as application of fire-resistant sealant to the cored
region.

All work must adhere to the current editions of the Philippine Mechanical and
Electrical Code and the National Safety Code. Nothing in these specifications
or depicted on the design should be in contradiction with the requirements of
these Codes; any differences should be reported to the Project
Inspector/Consultant.

All work must be executed in a skillfully crafted way and with a tidy and
mechanical look.

The supporting drawings must show the overall layout of the equipment,
outlets, and other works. When it is essential to depart from the plan
arrangement in order to fulfill some criteria, the Contractor/Supplier must
bear the cost of the variation and obtain clearance from the Project
Inspector/Consultant.

All material not depicted in the design or referenced in the specification but
required to complete the building tasks must be included. For correct
installation of the systems, coordination with the Project Inspector is required.



. All ducting, refrigerant and, electrical pipes and accessories must be supported
by appropriate hangers that match existing features. Inside offices, exposed
layout on walls and partitions are not permitted unless verified by the Project
Inspector/Consultant. Work on the chipping is necessary.

. All wiring equipment used must be brand new and of permitted kind. All wall
switches must be top-action quiet-matic type, broad series, with non-
absorptive fire-resistant bases. When many switches are required in the same
area, they must be installed in a gang beneath a common plate.

. Where specified on the designs, suitable single pole and heavy-duty switches
should be provided. For approval, a sample of wiring equipment must always
be submitted. The Contractor is responsible for minor relocations and re-
circuiting.

Complete testing of the system engaged in operation, as well as provision of
all system hardware for conducting tests, and a one-year warranty following
project acceptance, with the end user agreeing to repair and make good at no
additional cost except for the Acts of God and other natural events.

SPECIFICATIONS:

1. _Brand New Split Type Inverter Air-Conditioning Unit

. Wall Type Indoor Unit
= G e Oxtpdoor Unit
Tembéfzi_fﬁ_l_'é Controller I Remote Control and Holder
Features Energy Saving — Eco Mode
Nominal Capacity 1.0 HP
Cooling Capacity (kJ/h) 8,500 - 13,900
Refrigerant Type R32
CSPF/EER Rating Min. of 4.1 (5 Stars)
Voltage 210-240V
Rated Current (A) Min. of 5.0
Rated Input Power (W) Min. of 650
Frequency / Phase 60Hz / 1ph

Brand New Split Type Inverter Air-Conditioning Unit

Wall Type Indoor Unit

s Outdoor Unit
Temperature Controller Remote Control and Holder
Features Energy Saving — Eco Mode
Nominal Capacity 1.5 HP
Cooling Capacity (kJ/h) 11,850 - 12,900
Refrigerant Type R32
CSPF/EER Rating Min. of 4.5 (5 Stars)
Voltage 210-240V
Rated Current (A) Min. of 8.5
~ Rated Input Power (W) ~ Min. of 1,050

Frequency / Phase ~ 60Hz / 1ph




3. Brand New Floor Mounted Type Inverter Air-Conditioning Unit

. Floor Mounted Indoor Unit
Unit ;
Wall Type Outdoor Unit
Manual Switch
SRR ——— Remote Control and Holder
Features Auto Diagnosis
Nominal Capacity 3TR
Cooling Capacity (kJ/h) 37,700 - 40,050 ]
Refrigerant Type R410a
CSPF/EER Rating Min. of 4.5 (5 Stars)
Voltage 210-240V
Rated Current (A) Min. of 14.0
Rated Input Power (W) Min. of 3,100
Frequency / Phase 60Hz / 1ph
BILL OF QUANTITIES:
NO. DESCRIPTION Qry UNIT
Air-Conditioning Units S e
1 1.0 HP Inverter Split Type Wall Mounted, 230V, 1Phase, 60Hz 1.0 units
2 1.5 HP Inverter Split Type Wall Mounted, 230V, 1Phase, 60Hz 2.0 units
3 3.0 TR Inverter Floor Mounted Type, 230V, 1Phase, 60Hz 1.0 units
Refrigerant Piping , Drainage System & Accessories
4 | Pipes and Fittings 1 lot
~ 5 | Miscellaneous 1 lot
e e - o .. .
6 Hangers and Supports 1 lot
7 | Consumables 1 lot
8 Chipping Works and Restoration 1 lot
8 | Testing and Commissioning 1 lot
PROJECT DURATION:

The Contractor/Supplier has fifteen (15) calendar days to complete the installation,
including all system requirements. For the timetable of system testing and other relevant
jobs, the Contractor/Supplier must cooperate with the Project Inspector/Consultant and

End-users.

WARRANTY:

The warranty terms are as follows:

* A l-year warranty on parts and services, effective from the date of issuance of the

Certificate of Completion.

s A S5-year warranty on the compressor.
® One-time complimentary cleaning of the units, to be availed within the warranty

period.




Submitted by:

Sandra M. Luisaga
End-User

Reviewed and Recommending Approval by the BAC Technical Working Group:

Aileen C. Edades
BAC-TWG Head

Jas Sabio
BA Member



